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Specifications 

Composition Polypropylene 

Outlet System A 

Mix Ratio 1:1 

Dimensions 182.5 mm x 75.8 mm x 77.1 mm (7.2” x 3” x 3”) 

Hazards Non-toxic, non-flammable, non-volatile, non-carcinogenic 

Storage Temperature Limit Should not exceed 100 °C 

Disposal 
Disposal should be carried out in accordance with local and national regulations. 
Incineration or burial is strictly prohibited 

 

 

The Techcon 200 ml Side-by-Side Dispensing Cartridge is a precise 
metering container for 2-component adhesives and sealants for 
industrial applications requiring a 1:1 mix ratio. 
 
The 200 ml side-by-side cartridge is made in polypropylene (PP) to meet 
a wide range of chemical compatibility.    

FEATURES  
• Precise metering 
• Material: Polypropylene   
• Minimal waste volume 
• Safe and easy to use 
• Leakproof 
• 1:1 Mix ratio  
• Compatible with most standard 

cartridge guns for high quality results 

INDUSTRIES 
• Automotive 
• Construction 
• Electronics 
• Industrial 

200 ml Side-by-Side Cartridge Set Part Numbers 
Description Pack of 100 Pack of 500 

200 ml Side-by-Side Cartridge Set, 1:1, A-Sys, Polypropylene SBS200-A1-100 SBS200-A1-500 

 

Techcon Side-by-Side Cartridge Sets are complete sets of cartridges, caps, plungers, and O-rings 
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